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Bid Notice Abstract

Detail Tracking Report

Request for Quotation (RFQ)

Reference Number 10641457
Procuring Entity METROPOLITAN NAGA WATER DISTRICT
Title Supply and Delivery of Flowmetars (PR#24-02-0089)
Area of Delivery Camarines Sur 5 Printable Version
Solicitation Number: PR 24-02-0089 [ratas Active
Trade Agreement: Implementing Rules and |Associated Components 1
Regulations
Procurement Mode: Negotiated Procurement - Small
Value Procurement (Sec. 53.9)
Classification: Goods
Category: Water Service Connection Materials/ [Bid Supplements 9
Fittings
Approved Budget for the
Contiucts PHP 654,656.00
Delivery Period: 30 Day/s
Client Agency: Document Request List g
Contact Person: Venus C. Sclano
Procurement Analyst A
40 l.Miranda Ave.,
Naga City Date Published 09/03/2024
Camarines Sur
Philippines 4400 Last Updated / Time 09/03/2024 12:00 AM
63-54-4737813 Ext.117
63-54-4739288 Closing Date / Time 12/03/2024 1:00 PM
mnwdbac@yaheoo.com

Description

11 10" @ Mechanical Flowmeter, stainless steel capsule register complete accessories, flange type
Meter type: Turbine water mater

Meter Body: stainless steel AISI 316 5SS

Register assembly: vacuum sealed encapsulated stainless steel capsule, register Glass lens dome type
Dimension:

Length: 450mm

Width: 406mm

Height: 463mm

Standard: MID 2014/32/ eu (base on OIMI.R49: 2013, EN14154
1S0 4064: 014

WARS, AWQC, NML, AS4747

FM accuracy certification

Working condition: Maximum working temperature 60° celcius
Maximum working pressure: 16 bars

Maximum liquid temperature: 60° celcius

Performance Data:

Nominal Flow rate: 1000 m3/hr

Qn (m3/h) (£ 2%)

Maximum flow rate: 1250 m3/hr

Qmax (m3/h) (£ 2%)

Transitional flow rate: 32 m3/hr

Minimum Flow rate: 20 m3/hr

Qmin (m3/h) (£ 2%)

Additional requirements:

1. Certificate of manufacturer/distributorship ISO 4064:2013

2. Third party certificate of accuracy

3. Flowmeter accessories bolts, nuts and washer 1 set

2 2 6"@ Ultrasonic flowmeter

Battery operated, in line flange type flowmeter,scada ready, pulse output, no moving parts, ip 68, 16 bar
Technical speacifications:

Maximum working pressure: 16 bar -
Liquid Temperature: 0.1 up to 50°C

Precision class: 1SO 4064 rev. 2014, Accuracy class 2

Configuration: Compact- Tha display is built in to the unit

Power source: 2 D size Li-battery: up to 15 years life time
Environmental Protection: IP 68, Ambient operation temp-

25°Cup to +55°¢

Volume Display Options: 1. Net (Forward less rverse)
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